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Angle description be displayed

Comfortable  
handling  
through the 
mouse

Bearing support  
1 or 2 sided

Angle input with 2 digits 
after decimal point possible

Measuring direction freely 
selectable, except for pillow 
blocks
Mounting position of pillow 
blocks choosable 

Gain calculation possible

Choose your parameters 
and the output signal will 
be calculated

Several languages

Export and saving function

Recommendation for  
product selection

MKB Software Version 2.0
The Software MKB 2.0 for calculation of web tension measurement in running material 
webs, wires, cables, etc.

MKB Version 2.0 offers besides the well known features new additional functions that 
simplifies the calculation and selection of your appropriate sensors.

Suitable for: Windows 2000, XP, Vista, 7

Attention!
The use of this program MKB and the selection of sensors 
from the HAEHNE product program is at the user´ s own risk. 
In order to minimize the risks the user is requested to fill out 
the specification form and send it to the HAEHNE Company for 
review and confirmation.
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Specify your requirements for your inquiry

Is there more  
information about the 
mounting situation?

Which output signal  
do you need?

We are happy to contact 
you personally, if you 
give us your contact 
information

Save or print your inquiry for 
your documentation

Send an email  
request to us

Choose the product, that will fit to your application and the required forces

Look at the data sheet

Choose yout preferred 
sensor for your final 
specification

Send a request without 
choosing a product


